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GENERAL INFORMATION 

DIVUS GmbH 

Pillhof 51 

I-39057 Eppan (BZ) - Italy 

Operating instructions, manuals and software are protected by copyright. All rights are reserved. Copying, 

multiplication, translation and conversion, either partially or as a whole, is not permitted. You are allowed to make 

a single copy for backup purpos es. 

We reserve the right to make changes to the manual without prior notification.  

We assume no responsibility for any errors or omissions that may appear in this document.  

We do not assume liability for the flawlessness and correctness of the programs and data contained on the 

delivered discs. 

You are always welcome to inform us of errors or make suggestions for improving the program.  

The present agreement also applies to special appendices to the manual.  

This manual can contain terms and descriptions, which improper use by third can harm the copyrights of the 

author.  

Please read the manual before beginning and keep the manual for later use.  

The manual has been conceived and written for users who are experienced in the use of PCs and automation 

technology.  

CONVENTIONS  

  

 

[KEYS] Keys that are to be pressed by the user are given in square brackets, e.g. [CTRL] or [DEL]  

COURIER On-screen messages are given in the Courier font, e.g. C: \ > 

COURIER BOLD Keyboard input to be made by the user are given in Courier bold, e.g. C: \ >DIR ). 

 
Names of buttons to be pressed, menus or other onscreen elements and product names are 

given  

PICTOGRAMS In this manual, the following symbol s are used to indicate particular text bloc ks. 

 Caution!  

A dangerous situation may arise that may cause damage to material.  

 
Hint 

Hints and additional notes  

 
New 

New features  
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SAFETY INSTRUCTIONS 

The present operating instructions contain those safety instructions that are required to safely operate the ma-

chine. 

All persons working with the machine must heed the present operating instructions, especially the safety in-

structions.  

In addition, all local stipulations governing the prevention of accidents must be heeded.  

Only trained and authorized personnel may INSTALL AND OPERATE the machine.  

PROPER APPLICATION: The machine has been designed for application inside the building automation and 

must not be used to control security functions.  

The machine has been built using state -of-the-art technology and all applicable safety regulations. However, 

damage or negative effects to the machine or other material cannot be excluded if the machine is operated.  

The machine meets the requirements of the EMC guidelines and of the harmonized European standards. Modifi-

 

Without special protection measures, the machine must not be used in EX areas and in plants that require spe-

cial monitoring.  

Danger of explosion. Do not expose the buffer batteries to heat. Serious injury may be the result.  

The operating voltage of the machine must be within the specified range! The product label provides the re-

quired information.  

The device is designed to be mounted at most 2m above the ground.  
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STANDARDS 

The DIVUS TOUCHZONE meets the following guidelines and standards:  

Low Voltage Directive 2014/35/EU (ex 73/23/CEE  93/68/CEE  06/95/CE)  

Standard to which conformity is declared:       

 EN 62368-1:2014/A11:2017  Safety 

EMC Directive 2014/30/EU (ex 89/336/CEE  92/31/CEE  93/68/CEE  04/108/CE)  

Standard(s) to which conformity is declared:  Conducted & Radiated Emissions  

 EN 61000-6-1:2007 

 EN 61000-6-3:2007/A1:2011  

 Draft ETSI EN 301 489-1 V2.2.0 

 Draft ETSI EN 301 489-3 V2.1.1 

 EN 62311 (24GHz) 

 EN 300 330 V2.1.1  

RoHS2 Directive 2011/65/EU (ex 02/95/EC)  

Standard(s) to which conformity is declared:       

 EN 50581:2012  Restriction of hazardous substances  

The installation and wiring instructions contained in this documentation must be heeded. Conformity is indicated 

by the attached CE label.  

The EC conformity statements can be obtained from:  

DIVUS GmbH 

Pillhof 51 

I-39057 Eppan (BZ) 

 

 

Regarding Directive 2012/19/EU (ex 2002/96/EC) waste electrical and electronic equipment 

has to be collected separately and is not allowed to dispose as unsorted municipal waste. 

  

 



 

 

 

DIVUS CIRCLE user manual . 5 

 

TABLE OF CONTENTS 

GENERAL INFORMATION __________________________________________________________________________ 2 

CONVENTIONS ___________________________________________________________________________________ 2 

SAFETY INSTRUCTIONS ___________________________________________________________________________ 3 

STANDARDS _____________________________________________________________________________________ 4 

TABLE OF CONTENTS _____________________________________________________________________________ 5 

1 INTRODUCTION ________________________________________________________________________________ 9 

1.1 GENERAL INFORMATION _____________________________________________________________________ 9 

1.2 VERSIONS AND MODELS ____________________________________________________________________ 9 

2 WIZARD _____________________________________________________________________________________ 11 

2.1 FOREWORD _______________________________________________________________________________ 11 

2.2 FIRST ACCESS _____________________________________________________________________________ 12 

2.3 STEP 1  START ___________________________________________________________________________ 13 

2.4 STEP 2  LICENSE AGREEMENT _____________________________________________________________ 14 

2.5 STEP 3  SYSTEM INTEGRATOR DETAILS _____________________________________________________ 15 

2.6 STEP 4  CUSTOMER DETAILS_______________________________________________________________ 16 

2.7 STEP 5  DATE/TIME _______________________________________________________________________ 17 

2.8 STEP 6  SIP LOCAL SETTINGS ______________________________________________________________ 18 

2.8.1  STANDALONE MODE __________________________________________________________________ 19 

2.8.2  EXTERNAL MODE _____________________________________________________________________ 20 

2.9 STEP 7  SIP CLOUD SETTINGS ______________________________________________________________ 20 

2.10 STEP 8  NETWORK SETUP ______________________________________________________________ 21 

2.11 STEP 9  SUMMARY / LAST STEP _________________________________________________________ 22 

3 WEB INTERFACE ______________________________________________________________________________ 23 

3.1 ACCESSING THE WEB INTERFACE ___________________________________________________________ 23 

3.2 SYSTEM SETTINGS SECTION ________________________________________________________________ 23 

3.2.1  SYSTEM STATUS PAGE ________________________________________________________________ 23 

3.2.2  SYSTEM  UPGRADE __________________________________________________________________ 24 



 

 

 

DIVUS CIRCLE user manual . 6 

 
3.2.2.1  UPGRADE PROCEDURE ___________________________________________________________ 24 

3.2.3  SYSTEM  BACKUP & RESTORE ________________________________________________________ 26 

3.2.3.1  BACKUP PROCEDURE_____________________________________________________________ 26 

3.2.3.2  RESTORE PROCEDURE ____________________________________________________________ 27 

3.2.3.3  FACTORY RESET _________________________________________________________________ 28 

3.2.4  SYSTEM  REBOOT ____________________________________________________________________ 30 

3.2.5  SUPPORT ____________________________________________________________________________ 31 

3.2.6  SETTINGS  SYSTEM INTEGRATOR ______________________________________________________ 31 

3.2.7  SETTINGS  CUSTOMER _______________________________________________________________ 31 

3.2.8  SETTINGS - DATE/TIME ________________________________________________________________ 31 

3.2.9  SETTINGS  SIP LOCAL ________________________________________________________________ 31 

3.2.10  SETTINGS  SIP CLOUD ________________________________________________________________ 32 

3.2.11  SETTINGS  I/O MODULES _____________________________________________________________ 32 

3.2.12  SETTINGS  NETWORK ________________________________________________________________ 32 

3.2.13  SETTINGS  DISPLAY (DIVUS CIRCLE ONLY) _____________________________________________ 33 

3.2.14  SETTINGS  LANGUAGE _______________________________________________________________ 33 

3.2.15  SETTINGS  VOLUME __________________________________________________________________ 33 

3.2.16  SETTINGS  DOOR LOCK RELAY (DIVUS CIRCLE V.2 ONLY) _______________________________ 34 

3.2.17  SETTINGS  PHOTO EVENTS ___________________________________________________________ 35 

3.2.18  APPEARANCE (PREVIOUSLY CIRCLE SETTINGS) __________________________________________ 35 

3.2.19  LOGOUT _____________________________________________________________________________ 35 

3.3 CIRCLE APPEARANCE SECTION (PREVIOUSLY CIRCLE SETTINGS) _______________________________ 35 

3.3.2  ADDRESS & NAMES ___________________________________________________________________ 37 

3.3.3  PROFILES (DIVUS CIRCLE ONLY) _______________________________________________________ 38 

3.3.3.1  AVATAR CONFIGURATION ________________________________________________________ 39 

3.3.3.2  DASHBOARD CONFIGURATION ____________________________________________________ 41 

3.3.4  DAY & NIGHT _________________________________________________________________________ 42 

3.3.5  ILLUMINATION (DIVUS CIRCLE /CIRCLE SMALL/CIRCLE SMALL +) _________________________ 42 

3.3.6  HOLIDAY (DIVUS CIRCLE) ______________________________________________________________ 43 



 

 

 

DIVUS CIRCLE user manual . 7 

 
3.3.7  ACCESS CONTROL ____________________________________________________________________ 44 

3.3.7.1  ADDING AND EDITING USERS ______________________________________________________ 44 

3.3.7.2  DELETING USERS _________________________________________________________________ 46 

3.3.7.3  ENABLING / DISABLING USERS ____________________________________________________ 46 

3.3.7.4   ____________________________________________________ 46 

3.3.7.5  IMPORTING AND EXPORTING USERS _______________________________________________ 47 

3.3.7.6  IMPORTING AND EXPORTING SCHEDULES __________________________________________ 48 

3.3.7.7  ACCESS LOG ____________________________________________________________________ 49 

3.3.8  SYSTEM SETTINGS ____________________________________________________________________ 49 

3.3.9  LOGOUT _____________________________________________________________________________ 49 

4 USER INTERACTION ___________________________________________________________________________ 50 

4.1 STARTING A CALL _________________________________________________________________________ 50 

4.1.1  USING THE BELL ICON ________________________________________________________________ 50 

4.1.2  USING THE SCREEN (DIVUS CIRCLE ONLY) ______________________________________________ 51 

4.1.3  USING THE SCREEN (DIVUS CIRCLE SMALL+ ONLY) ______________________________________ 51 

4.2 OPENING THE DOOR _______________________________________________________________________ 51 

4.2.1  MANUALLY __________________________________________________________________________ 51 

4.2.2  FROM INSIDE _________________________________________________________________________ 51 

4.2.3  ON THE MOVE ________________________________________________________________________ 51 

4.2.4  USING AN ACCESS CODE ON THE KEYPAD (ON DIVUS CIRCLE) ___________________________ 52 

4.2.5  USING AN ACCESS CODE ON THE KEYPAD (ON DIVUS CIRCLE SMALL +)___________________ 52 

4.2.6  USING AN NFC TAG (REQUIRES THE OPTIONAL NFC MODULE  SEE CHAPTER 5.1) _________ 53 

4.3 CLEANING (DIVUS CIRCLE ONLY) ____________________________________________________________ 53 

4.4 PROGRAMMING A NEW NFC TAG ___________________________________________________________ 53 

4.5 VISUAL FEEDBACK _________________________________________________________________________ 54 

4.5.1  CIRCLE SMALL AND CIRCLE SMALL +, CIRCLE / SQUARE SMALL C* _______________________ 54 

4.5.2  CIRCLE ______________________________________________________________________________ 55 

5 OPTIONAL MODULES__________________________________________________________________________ 58 

5.1 NFC MODULE _____________________________________________________________________________ 58 



 

 

 

DIVUS CIRCLE user manual . 8 

 
5.2 TOWER MODULE (CIRCLE ONLY) ____________________________________________________________ 58 

6 I/O MODULES ________________________________________________________________________________ 60 

6.1 I/O MODULE CONFIGURATION ______________________________________________________________ 60 

6.2 I/O MODULE OUTPUT FUNCTION CONFIGURATION ____________________________________________ 62 

6.2.1  TIMER DESCRIPTIONS _________________________________________________________________ 63 

7 COMMANDING RELAYS________________________________________________________________________ 65 

7.1 INTRODUCTION ____________________________________________________________________________ 65 

7.2 BUILT-IN RELAY ___________________________________________________________________________ 65 

7.3 I/O MODULE OPTION _______________________________________________________________________ 65 

7.4 ACCESS 1 AND ACCESS 2  EXPLANATION ___________________________________________________ 65 

8 TECHNICAL DATA ____________________________________________________________________________ 67 

8.1 DIVUS CIRCLE - QUICK START GUIDE ________________________________________________________ 67 

8.2 DIVUS CIRCLE SMALL / SMALL + - QUICK START GUIDE _______________________________________ 79 

8.3 DIVUS CIRCLE  MOUNTING INSTRUCTIONS (MOUNTING BOX) _________________________________ 91 

8.4 DIVUS CIRCLE SMALL / SMALL + - MOUNTING INSTRUCTIONS (MOUNTING BOX) ________________ 92 

8.5 DIVUS CIRCLE - DATA SHEET _______________________________________________________________ 93 

8.6 DIVUS CIRCLE SMALL / SMALL + - DATA SHEET _____________________________________________ 100 

NOTES ________________________________________________________________________________________ 106 

 

 



 

 

 

DIVUS CIRCLE user manual . 9 

 

1 Introduction  

1.1  GENERAL INFORMATION 

Thank you for having bought a DIVUS CIRCLE! This manual will help you to set up your smart intercom device  in 

the optimal way.  

The main features  of your new DIVUS CIRCLE are: 

¶ SIP outdoor station for intercom systems  

¶ Wide angle camera 

¶ Access by code or by NFC card (using MIFARE 13.56MHz standard) 

¶ Command any other system through the DIVUS I/O module  

¶ Access control  

¶ Answer from DIVUS wall mounted panels and mobile devices  

This manual will guide you through the setup and show you how to configure and manage all the functions of 

your new DIVUS CIRCLE. 

1.2  VERSIONS AND MODELS 

There are different hardware versions of DIVUS CIRCLE. 

All models of version 2 have a third green interface on the back for the internal relay . Moreover, they also work 

with 24V power adapters. Version 1 devices have no internal relay and need a 48V power source.  

Wherever in this manual the versions differ in functionality, the referred version is indicated explicitly.  

The classic DIVUS CIRCLE and DIVUS CIRCLE small are now joined by the C* models: 

¶ DIVUS CIRCLE small C* 

¶ DIVUS SQUARE small C* 

These have the same external dimensions as the DIVUS CIRCLE small, but their surface is characterised by the 

CORIAN® material in various colours. 

For a more detailed overview of the functionalities that all models have in common or are only available on some, 

we offer the following overview table:  
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FUNCTIONALITY CIRCLE CIRCLE small + CIRCLE small 
CIRCLE/SQUARE  

small C+ 

CAPACITIVE  

RING BUTTON 
    

ENTRY PER  

KEY CODE 
    

ENTY PER NFC  

(OPTIONAL) 
    

INTEGRATED  

RELAY 
    

DASHBOARD WITH  

DESIGN OPTIONS 
    

LED-RING FOR  

WALL ILLUMINATION 
    

FISHEYE- 

HD-CAMERA 
    

APPROACH SENSORS     

POE+     

ACCESS CONTROL     

I/O -MODUL SUPPORT     

INTEGRATABLE UNITS 
1000 

(MIT TOWERMODUL) 
4 1 1 

MATERIAL /  

COLOURS 
GLASS / BLACK GLASS / BLACK GLASS / BLACK 

CORIAN®  /  

DEEP NOCTURNE 

DESIGNER WHITE 

SILVER GRAY 
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2 Wizard 

2.1  FOREWORD 

This chapter describes the wizard that is displayed when you connect to your new DIVUS CIRCLE for the first 

time. 

The prerequisite is, of course, that the DIVUS CIRCLE is already supplied with power and has completed the boot 

process. On the PC from which the configuration is to be carried out, you must ensure that it is set to DHCP. To 

do this, go to the adapter settings  of the network interface used, then to the item "Internet protocol version 4 

(TCP/IPv4)" (double-click): 
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Make sure that the settings here look like in the following screenshot : 

 

At the end of the wizard, you can return to the usual settings. If these look like above anyway (i.e. you are already 

using DHCP by default), you do not need to make any changes to your PC to carry out the WIZARD.  

2.2  FIRST ACCESS 

Now you can connect to the DIVUS CIRCLE by entering the network name of the unit in the URL bar of your web 

browser. This consists of the abbreviation "sn" followed by the serial number of the unit, which can be found on 

the label on the back of the unit o r on the box, e.g.:  

¶ Serial number:    23002  

¶ Network name:    sn23002  

¶ To be entered in the web browser:  https://sn23002  

or alternatively:    sn23002.local  

 

To restart the wizard after the first completion  - if necessary, add "/wizard" to the IP address, e.g. use (in the 

example above) https://sn23002/wizard  

https://sn23002/
https://sn23002/wizard
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If the unit is not accessible, this command from MS PowerShell can be helpful:   

Resolve - DnsName - name sn23002  

As first step select the desired language: 

 

Then it starts in the selected language (click Save).  

2.3  STEP 1  START 

 

 

If you have a previous backup which you want to restore, you can click the link Restore from backup . This will 

interrupt the wizard and you will be able to login to the CIRCLE with the restored  configuration.  Otherwise, read 

on. 
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2.4  STEP 2  LICENSE AGREEMENT 

Read and accept the license terms checking the checkbox in step 2:  
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2.5  STEP 3  SYSTEM INTEGRATOR DETAILS 

Fill in at least the fields with a * about the system integrator, but we recommend taking the time to fill out all the 

fields to have complete and clear reports thereafter.  
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2.6  STEP 4  CUSTOMER DETAILS 

Again, fill in at least the fields with a * about the customer (again we recommend to fill out all the fields)   
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2.7  STEP 5  DATE/TIME  

If your device will have internet access, you can choose the time zone, enable the synching and choose two NTP 

servers: 
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 If the device will have no internet access, disable the NTP synching and enter date and time manually : 

 

 

2.8  STEP 6  SIP LOCAL SETTINGS 

  

Choose the installation type  and whether you are going to use the DIVUS CIRCLE as VoIP server (choose 

STANDALONE) or it will be a VoIP client on an external VoIP server (choose EXTERNAL). 

INSTALLATION TYPE NUMBER OF APARTMENTS 

Villa 1 

Compound with 2 apartments  2 *  

Compound with 3 apartments  3 *  

Compound with 4 apartments  4 *  

Tower >4 **  
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* DIVUS CIRCLE and DIVUS CIRCLE small + only 

** DIVUS CIRCLE with TOWER module only.  

2.8.1  STANDALONE MODE 

In Standalone mode, the Circle (any model) will be automatically assigned the VoIP ID 901 (used as client ID on 

its own VOIP server). Moreover, it will have these other IDs available for devices participating to the communication 

system: 

 

ese! Also note that the password is equal to the id for the above accounts.  

The IDs available for internal devices are automatically subdivided depending on the number of units configured  

 

 

Summarizing, this means:  

¶ in Villa mode there are accounts for up to 4 internal devices. This is the default and only the models 

DIVUS CIRCLE and DIVUS CIRCLE small + also support the compound modes.  

¶ In Compound mode for 2 units both will have max. two internal devices . In the other setups for 3 or 4 

units, there is one device per unit available, using the IDs defined in the table above.  

¶ If there is one other external device participating, it may be assigned one of the IDs 902, 903 or 1201.  

 

If the device is set to Standalone mode  and should be reachable also remotely, please fill in the fields External 

IP/DynDNS and External Port.  

Please note that the new solution for remote access over the DIVUS Cloud is preferrable for new installations. 

See step 7. 

IDS FOR ANSWERING DEVICES IDS FOR ADDITIONAL INTERCOMS 

1101, 1102, 1103, 1104  901 (taken by itself), 902, 903, 1201  

 
VILLA 

MODE 

2 UNITS COMPOUND 

MODE 

3 UNITS COMPOUND 

MODE 

4 UNITS COMPOUND 

MODE 

IDS APT.1 

4: 1101  

  1102 

  1103 

  1104 

2: 1101 

  1102 

1: 1101 1: 1101 

IDS APT.2 
x 2: 2101 

  2102 

1: 2101 1: 2101 

IDS APT.3 x x 1: 3101 1: 3101 

IDS APT.4 x x x 1: 4101 
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The settings for DTMF-Tones are those used by DIVUS VIDEOPHONE (MOBILE) when you push the two door -

opener buttons. So, it is best to leave them at the pre-set values.  

2.8.2  EXTERNAL MODE 

These are the settings when configuring an external SIP server:  

 

Insert the SIP/VoIP server address and port and the username and password of the account .  

Please note that the field Username refers to what is technically called SIP ID. If the SIP/VoIP server in use also 

requires the username for authentication as a separate field from the SIP ID, a separate field for that can be used 

(see Authentication username  above). 

2.9  STEP 7  SIP CLOUD SETTINGS 

Here, the new cloud functionality can be activated and configured, if desired. Of course, a permanent internet 

connection of the device is a prerequisite for this  to work . 

You can find more detailed information and all step -by-step instructions in chapter 3.2.10 and in the DIVUS 

VIDEOPHONE MOBILE manual. 

Please note that the local SIP settings are completely independent from the Cloud SIP settings. This allows to 

have a working system also in cases where the internet connection should fail (or is not available yet).  

http://www.divus.eu/media/Intercom/Manual_VIDEOPHONE_MOBILE_EN.pdf
http://www.divus.eu/media/Intercom/Manual_VIDEOPHONE_MOBILE_EN.pdf
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2.10  STEP 8  NETWORK SETUP 

Set the network according to your needs here:  
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2.11  STEP 9  SUMMARY / LAST STEP  

This last step shows the access data and the most important settings to be confirmed pushing the APPLY button. 

Please note that you have to remember these settings to access the web interface from here on!  

 

After pushing the APPLY button, the system will reload to apply all the settings  and you will be asked for username 

and password to access the web interface.  See chapter 3.1 for further details.  

 

Note:  

once you concluded the wizard!  
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3 Web interface  

3.1  ACCESSING THE WEB INTERFACE 

 At 

this time, the system integrator and the customer accounts will have access to different parts of the web GUI.  

USER ACCOUNT ACCESS RIGHTS 

System integrator  both System settings  section and Appearance settings section 

Customer Appearance settings section only 

 

To call up the web interface, use the IP address you chose during the wizard using https e.g. : 

https://192.168.0.72  

3.2  SYSTEM SETTINGS SECTION 

After the authentication as system integrator reach the configuration section. Here you will have an 

 and access to all the settings and to maintenance functions.  

3.2.1  SYSTEM STATUS PAGE 
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The first page in the menu is also the system settings   homepage. It gives a general overview of the 

system s state with memory and disk usage, name , serial number and IP address, load, uptime and the latest 

 

3.2.2  SYSTEM  UPGRADE 

 

If the DIVUS CIRCLE has access to the internet, it will check whether there are new software versions  available 

online when you use the button on  this page. If so, you will be informed and may start the upgrade procedure 

by pushing the UPGRADE button.  

 

3.2.2.1  Upgrade procedure  

1. When you push the Check for   updates  button  and a new version is found, 

this screen and a new button appear for starting the upgrade:  
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2. After confirmation, the download and upgrade will start  

 

 This might take several minutes. Please 

wait. 

 

3. After the upgrade , . Confirm the reboot  and wait 

for the device to be up and running again. Th at might take several minutes.  
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3.2.3  SYSTEM  BACKUP & RESTORE 

This page has buttons to backup or restore the device  using an existing backup, or to go back to factory 

settings.  

 

3.2.3.1  Backup procedure  

To create a backup, just hit the Backup button.  
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be asked for a path to store the backup file   or it will be downloaded directly depending on your 

 

 

3.2.3.2  Restore procedure  

 

Click or drag your backup here  or click on it to choose it from your PC 

and it will be uploaded . 
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Then hit the Restore button as suggested and confirm:  

 

The restore procedure may take up to 5  minutes. Please wait and do not power off the device! Depending on the 

information contained in the backup, refresh the page if the IP address is still the same or use the IP address 

stored in the backup to load the web interface of the restored system af ter that:  

 

3.2.3.3  Factory reset  

A factory reset will cause the device to delete all its settings, returning to the same state it was delivered in. So 

please bear in mind that the current configuration will be lost. If you have any doubts, make a backup before 

resetting the device.  



 

 

 

DIVUS CIRCLE user manual . 29 

 
To start the procedure, click the red Factory reset  button!  

 

 

 

Please note that a factory reset will cause the DIVUS CIRCLE to switch back to its original IP address. Go to 

chapter 2.1 to find out what address that is , depending on the CIRCLE model. 
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3.2.4  SYSTEM  REBOOT  

From this page you can reboot your DIVUS CIRCLE: 

 

 

 

for the reboot to complete  this might take several minutes.  
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3.2.5  SUPPORT 

This page allows to enable or disable the DIVUS support . This function is meant to give access to the DIVUS 

as default and 

needs the acceptance of the DIVUS remote access service terms   linked in blue - to be enabled.  

 

3.2.6  SETTINGS  SYSTEM INTEGRATOR 

Here you have access to the System Integrator information which was shown during the wizard (see 2.5). You 

can edit the information and store your changes.  

3.2.7  SETTINGS  CUSTOMER  

Here you have access to the Customer information which was shown during the wizard (see  2.6). You can edit 

the information and store your changes.  

3.2.8  SETTINGS - DATE/TIME 

Here you have access to the Date/Time information which was shown during the wizard (see 2.72.5). You can 

edit the information and store your changes.  

3.2.9  SETTINGS  SIP LOCAL 

Here you have access to the local SIP settings which w ere also shown during the wizard (see 2.8). You can edit 

the information and store your changes.  Please note that the available options depend on the installation type 

and mode settings and change accordingly.  
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3.2.10  SETTINGS  SIP CLOUD 

 

Here you will find the settings to enable/disable the  SIP CLOUD on the device and connect to a DIVUS CLOUD 

account.  

 

Depending on the camera built into the CIRCLE, you may also have the option to choose the resolution for the 

SIP video stream  reduce it to low resolution if the internet upstream of the facility is rather low or you get poor 

performance with the high resolution.  

 

For more details about the SIP Cloud setup, please refer to the DIVUS VIDEOPHONE MOBILE manual. 

3.2.11  SETTINGS  I/O MODULES  

Here you have access to the I/O Modules management. See chapter 6 for further details.  

3.2.12  SETTINGS  NETWORK 

Here you have access to network configuration  which was shown during the wizard (see  2.10). You can edit the 

information and store your changes.  

http://www.divus.eu/media/Intercom/Manual_VIDEOPHONE_MOBILE_EN.pdf
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3.2.13  SETTINGS  DISPLAY (DIVUS CIRCLE ONLY) 

 

¶ On this page you can configure the brightness of the DIVUS Circle display.  The auto  setting will switch 

between a brightness for day and another for night  automatically. The manual  setting allows to choose 

a value between 0 and 100 (%). Save your changes with the save button.  

Hint:  The setting of 0% corresponds to the minimal brightness of the display where the content of the screen is 

 

¶ S

list. The possible sorting fields are apartment no. , first  name and surname. A similar choice can be 

made (independently) for the formatting  i.e. in which order the fields should be printed on screen . 

¶ The search field shown in the Tower design can be hidden, if preferred.  

¶ The bell button usually shown in the middle at the bottom can be turned off when in standby mode.  

3.2.14  SETTINGS  LANGUAGE 

Choose the language of your choice  on this page. It will set the chosen language for the web interface and, for 

 

To apply the new language, a service restart is needed.  

3.2.15  SETTINGS  VOLUME 

There is one slider for the microphone and several sliders for the loudspeaker. By default, they are at optimal 

values for most spatial conditions. If you do not find the current settings appropriate, move the sliders on the 

respective bar and save the changes . 
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The Reset to default values  will restore all the volume values to their defaults.  

 

3.2.16  SETTINGS  DOOR LOCK RELAY (DIVUS CIRCLE V.2 ONLY)  

 

DIVUS Circle V.2 (all models) have a built-in relay to e.g. open a door. If you use it, here you can activate it and 

set the duration of the impulse (i.e. for how long it will close the circuit when activated).  
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Starting from version 1.11.0 you can also choose whether to trigger Access 1 or Access 2. These two separate 

events are coupled with different DTMF tones (triggered through the  DIVUS Videophone App). They are further 

described in chapter  7.4. 

Version 2 of the firmware introduces the additional Ringing event: even when a call is activated the built -in relay 

can be triggered.  

 

3.2.17  SETTINGS  PHOTO EVENTS 

Here you can enable and configure a feature which will take photos on certain events, storing them on an ftp 

server. This means you need an account on an ftp/ftps server where you have the possibility (access rights and 

storage place) to store data. Once y ou have the configuration settings to access the ftp server, insert them in 

this page along with the desired event (s) and save the changes.  

3.2.18  APPEARANCE (PREVIOUSLY CIRCLE SETTINGS) 

Use this link to switch to the Circle appearance related settings as system integrator. The Appearance settings 

have a different graphic design and are used to configure the design and the physical interaction  with the DIVUS 

Circle. The customer has access to these settings only , with his account. See chapter 3.3 for further details about 

all the appearance settings.  

3.2.19  LOGOUT 

Use this link to close your system integrator session. You will be redirected to the login page.  

3.3  CIRCLE APPEARANCE SECTION (PREVIOUSLY CIRCLE SETTINGS) 

You reach this section in two ways:  

1. When clicking the Appearance link from the System Settings section  

2. When logging in with the customer account  
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The menu is the following  (on a DIVUS CIRCLE as example): 

 

NAME DESCRIPTION DEVICE(S) ACCESS RIGHTS 

Address & Names 
Insert the data about the address and the 

owners 

All Sys. Int., Cust. 

Profiles 

Configure the screen appearance of your 

DIVUS CIRCLE for one or more different 

situations 

Circle Sys. Int., Cust. 

Day & Night Configure the day and night settings  Circle Sys. Int., Cust. 

Night lighting  The LED ring can be used for illumination. 
All except 

C* 

Sys. Int., Cust. 

Holiday 
Configure a profile to be used while you are not 

at home 

Circle Sys. Int., Cust. 

Access Control  
Configure users with their access settings and 

schedules 

All * Sys. Int., Cust. 

System Settings 

Configure the system settings  

(as seen in chapter 3.2). Visible only when 

logged in as system integrator.  

All Sys. Int. 

Logout Closes the current session.  All Sys. Int., Cust. 

 

* Some  
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3.3.2  ADDRESS & NAMES 

Insert the address and house number. Then, for each available unit, insert name and SIP number to be called.  

 

This page presents a different set of options on a DIVUS CIRCLE if it is configured to use the Tower module:  
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In this configuration you have the options to  

¶ Add a single unit (inserting name, unit no. and SIP ID) 

¶ Delete all the current units  

¶ Import a units  file or export the current units as csv.  

These options make it easy to configure the CIRCLE to work with any number of units and, if needed, to transfer 

units to another CIRCLE. 

3.3.3  PROFILES (DIVUS CIRCLE ONLY) 

 

Profiles can be used to configure the appearance of the DIVUS Circle differently for different situations. There are 

three templates, namely Friendly, Angry and Sceptical. In general, they may be used to configure different 
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representations for different situations ( e.g., at night or holiday). Choose one of them to reach 

the first configuration screen of that profile.  

Here you may rename the profile and choose the preferred mood.  

 

Use the white arrow to move to the next step.  

3.3.3.1  Avatar Configuration  
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An Avatar is an image representing the DIVUS Circle or your smart home  if you prefer . It is used in the very first 

step of activation, when the device notices a presence with its radar sensor and awakes its screen.  It will be 

shown for 2 seconds. Then the DIVUS Circle will switch to the Dashboard screen (see 3.3.3.2). 

The default avatar is the white iris, making the DIVUS Circle look like a watching eye.  You can choose another one 

of the predefined avatar images or upload your own one.  

To upload a custom image , click the black 

 

 

In the lower part of the screen, you may choose the colour of the LED ring to combine with the avatar function. 
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Then again, choose the right arrow to move on.  

 

3.3.3.2  Dashboard Configuration  

The dashboard is the main screen of the DIVUS Circle  the one you see when you start to interact with it. You 

can choose 

¶ The LED ring colour. The chosen colour will be used for the LED ring while the dashboard is shown.  

¶ The Dashboard Theme colour . The chosen colour will be used for all the variations of the dashboard 

design, which you choose in the next step. The white theme will offer high contrast designs.  

¶ The Dashboard Design. Choose one of the predefined designs to be shown in the dashboard. The data 

inserted for the address and/or name might be used, depending on the chosen design.  

 

If you prefer to use your own image or logo , choose one of the two templates showing the family picture. The 

usual box to choose or drop an image will appear under the templates, allowing to upload your file.  

Hint:  All the settings for Profiles come with default values. You can immediately start to use your DIVUS Circle 

and it will use those default settings. You only need to make changes if you prefer to change some of the settings.  

Hint:  Repeat the same steps for all the Profiles you want to change.  

Hint:  All the changes will be stored at the end, clicking the white check mark icon (see above)  
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3.3.4  DAY & NIGHT 

The DIVUS Circle can be configured to use a different appearance and behaviour depending on the time of the 

day. To achieve that , you can choose  

¶ to use the automatic switching between day and night, or to use your own custom time settings defining 

 

¶ to assign one of the 3 available profiles to be shown by day and by night  

¶  

 

Finally store your changes clicking the Save button.  

 

3.3.5  ILLUMINATION (DIVUS CIRCLE /CIRCLE small /CIRCLE small +) 

The illumination function uses the LED light ring as a means of illumination . The settings are 

¶ To choose a colour (DIVUS Circle only) 

¶ to enable / disable the function  

¶ to use the day/night automated switching  the LEDs will turn on at night , off at day.  

¶ to override the start time and/or end time using custom time  values. Please note that the override 

settings can only be used to shrink the time frame (not to enlarge it).  So e.g. an override start at 20:00 

 

¶ to define a manual time frame where the LED ring should be on  
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Hint:  Please note that these settings are not the same as those for Day/Night . The Day/Night  settings are used 

to assign different profiles to the two phases of the day. That means that the avatar screen and the dashboard 

screen will show the chosen colour for the LED ring when they appear. The Illumination settings  define whether 

the LED ring should be on during the night when the DIVUS Circle is in its standby status  i.e. there is no detected 

movement in front of it and no call ongoing.  

 

3.3.6  HOLIDAY (DIVUS CIRCLE) 

Use this page to configure a profile to be shown in a period of time where e.g. you are on holiday. 
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3.3.7  ACCESS CONTROL 

On this page you manage the users of the DIVUS Circle  seen as access control device.   

 

Please note that this function is available with certain models and optional features only. See the following table:  

 CIRCLE  

(v1) 

CIRCLE small   

(v1) 

CIRCLE small  +  

(v1) 

 

ACCESS BY CODE Requires at least  

1 I/O module  
n/a  

Requires at least 1  

I/O module  

 

ACCESS BY NFC 
Requires at least 1 I/O module (see chapter 6) and the NFC 

module (see chapter 5.1) 

 

 CIRCLE  

(v2) 

CIRCLE small  

(v2) 

CIRCLE small  +  

(v2) 

CIRCLE/SQUARE 

SMALL C*  

ACCESS BY CODE a n/a  a n/a  

ACCESS BY NFC Requires the NFC module (see chapter 5.1) 

 

3.3.7.1  Adding and editing users  

To add a new user, just push the + Add user  button and the user form will show up.  

To edit an existing user, push the pencil icon in the details of the user s table. 
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These are the fields to fill out:  

SETTING DESCRIPTION 

Name Insert a unique name for the new user  

Access Code 1  
Insert a numeric code through which the user can open the door /gate  (using the 

keypad function  see chapter  4.2.2) 

NFC Tag 2 

Will show the tag currently assigned to the user. Please note that any tag can be 

assigned to only one user.  See chapter 4.4 for the procedure of assigning a new NFC 

tag to a user.  

Access Event 
Choose between Access 1 and Access 2 here. For more details, read chapter 6 (I/O 

modules) and chapter 7.4. Default is Access 1.  

Start date  
Define a start date from when the user will be allowed to access. Leave empty if the 

user should have no time limitations.  

End date 

Define an end date from when the user will not be allowed to access any more. Leave 

empty if the user should have no time limitations.  Further details (like weekdays etc.) 

are defined later on.  

 

 

 

1 Only for DIVUS CIRCLE or CIRCLE S+. May need an additional I/O module . 

2 DIVUS CIRCLE/SQUARE (any model) with optional NFC module required.  
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To save a new user, you need to input at least the name of the user, which must be unique, and then save it 

using the Save button. Other details may be added also later on. The newly added user will be shown in the table.  

3.3.7.2  Deleting  users 

 To remove all the 

users of your DIVUS CIRCLE, click the x Delete all users button and confirm the alert. Please consider that a user 

 

 

3.3.7.3  Enabling / Disabling users  

A user is enabled 

table.  

 

The icon will show the new status of the user. A disabled user is obviously denied from accessing a system in any 

way. 

 

3.3.7.4  schedule  

To add a new schedule to a user, click the +  

 

The schedule  detail page will open: 



 

 

 

DIVUS CIRCLE user manual . 47 

 

 

Choose the weekdays and the time of the day as desired. The user will have access in the chosen days and time. 

When done, save the schedule with the Save button. To add an additional schedule for different times, repeat 

the procedure. The defined schedules   

 

3.3.7.5  Importing and exporting users  

To make the management of users easier  specially for larger numbers of users  and also for the purpose of 

having a backup for unforeseeable cases, you can export the existing users or import a list of users from a csv 

file. 

The structure of the csv file is the following:  

 

So, it is very easy to create also larger lists in your favourite spreadsheet program and then import them into your 

DIVUS CIRCLE. Even a pure text editor may be used. In that case, the same file looks like this - using semicolons 

to separate columns/values:  
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3.3.7.6  Importing and exporting schedules  

As with users, also schedules can be exported and imported using csv files.  

 

Note:  to keep a correct relation between users and their schedules , when you are restoring both , first import the 

 

To export, just click the Export schedules button and choose a path for storing the csv file.  

drop it there. The  

To edit or create schedules manually on your computer, open an exported csv file in your favourite spreadsheet 

program. It will look like this:  

 

You may add rows keeping the shown structure and syntax, then saving and importing the file into your DIVUS 

CIRCLE. As already explained before, make sure that all the users you mention in the schedules are present in 

your system before you import the schedules , otherwise the import will fail.  
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3.3.7.7  Access Log  

To see the access log, push the button on top of the  Access Control  page. 

 

It will show all the interactions of your DIVUS CIRCLE with users  whether they used the access code or the NFC 

tag associated with their account and whether the access was granted or denied.  

To see the latest actions, you may click the refresh button.  

To navigate through the log, use the arrows and numbers shown at the bottom of the table.  

3.3.8  SYSTEM SETTINGS 

Use this entry of the main Circle Settings menu to move back to the System Settings. This entry will only be visible 

 

3.3.9  LOGOUT 

To close the current session and get back to the login page, use this last entry of the main menu.  
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4 User interaction  

4.1  STARTING A CALL 

This chapter shows the various functions of the DIVUS CIRCLE from the end user point of view i.e., when you 

stand in front of the device and want to use its features.  

4.1.1  USING THE BELL ICON 

On all the models of DIVUS CIRCLE, the main and most intuitive action is pushing the bell icon to start a call. The 

 

Ringing by pushing the bell button, on the other hand, does not make sense for configurations with more than 

one possible call receivers. In such cases, the bell button is hidden automatically to avoid confusion and you start 

a call by pushing the chosen target directly.  

Attention: If more than one button is displayed on the dashboard, the bell button is hidden  

Once the call is started, you will hear the calling tone as you are used from normal phones  and see an animation 

(DIVUS CIRCLE only, see image above). After a timeout of 30 seconds, the tone will stop and the call will close. If 

the call is answered before 30 seconds, you can talk to and hear the callee which will most probably open the 

door to let you in from the DIVUS VIDEOPHONE app he uses to answer from the inside.  The LED ring will pulse 

during the call.  
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4.1.2  USING THE SCREEN (DIVUS CIRCLE ONLY) 

Depending on the project, the DIVUS CIRCLE will show a single image or multiple buttons with names. Push the 

image or the desired button to call the corresponding unit. 

4.1.3  USING THE SCREEN (DIVUS CIRCLE small + ONLY) 

The display of the DIVUS CIRCLE small+ is normally switched off. It is activated by the motion sensor or direct 

touch and remains active for 5 minutes after use before it switches off again.  On a CIRCLE small + configured for 

multiple units, first make sure the name of the desired callee is shown (or move there using the shown arrows) 

and then click on the name to start the call.  

4.2  OPENING THE DOOR 

4.2.1  MANUALLY 

It might sound stupid, but in quiet a lot of situations it may be the most natural and preferred option to open the 

door manually. In such cases, the DIVUS CIRCLE is used for calling and to see who is standing outside and then 

the door opening is done in the good old way  without special technologies.  

4.2.2  FROM INSIDE 

We recommend to use the DIVUS VIDEOPHONE app on a DIVUS touch panel as counterpart of the DIVUS CIRCLE 

for the inside of your intercom system. If used in conjunction with a DIVUS KNX SERVER, you can command a 

KNX device through the VIDEOPHONE app. That means the door opening function can be achieved through the 

app and the    

The default option is to send the DTMF tone assigned to the door opening function (ACCESS 1) to the CIRCLE 

directly. The CIRCLE itself will then take care of forwarding that command to the configured output(s) which can 

 

4.2.3  ON THE MOVE 

The new DIVUS VIDEOPHONE MOBILE also enables you to participate in your own Intercom system via Cloud - 

i.e., to be able to answer the call from the outdoor intercom when it rings and possibly also to open the door/gate. 

More detailed information is availa ble in the DIVUS VIDEOPHONE MOBILE manual. 

http://www.divus.eu/media/Intercom/Manual_VIDEOPHONE_MOBILE_EN.pdf
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4.2.4  USING AN ACCESS CODE ON THE KEYPAD (ON DIVUS CIRCLE) 

The access code, which you assign to a user (see chapter  3.3.7) can be used to open the door.  

To access this function, keep the bell icon pushed until the keypad screen shows up . 

Otherwise long push the bell button within the screen area to reach it from the other screen designs.   

Numbers will be placed randomly every time to avoid intruders checking your fingerprints. Insert the code followed 

by the ok button. If the code is correct and your schedule allows access currently, you will have a green feedback 

and the action to open the  door will be executed.  

If the code is not correct or your schedule is set to deny the access currently, you will get a red feedback signalling 

the denied access.  Also see chapter 4.5. 

In both cases, the attempt will be logged (see chapter 3.3.7.7). 

4.2.5  USING AN ACCESS CODE ON THE KEYPAD (ON DIVUS CIRCLE small +) 

The access code, which you assign to a user (see chapter 3.3.7) can be used to open the door. The keycode for 

the DIVUS CIRCLE small + is limited to the digits 1, 2, 3 and 4. Therefore the assigned code must be a number of 

at least 5 digits composed with only those digits. To access this function, keep the bell icon pushed for a couple 

of seconds, then release it and the keypad will appear . Numbers will be placed randomly every time , to avoid 

intruders checking your fingerprints. Insert the code followed by the bell button. If the code is correct and your 

schedule allows access currently, you will have a green feedback and the action to open the door will be executed.  

If the code is not correct or your schedule is set to deny the access currently, you will get a red feedback signalling 

the denied access. Also see chapter 4.5. 

In both cases, the attempt will be logged (see chapter 3.3.7.7). 
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4.2.6  USING AN NFC TAG (REQUIRES THE OPTIONAL NFC MODULE  SEE CHAPTER 5.1 )  

All the models of DIVUS CIRCLE can be equipped with the NFC module. To open the door, you hold the NFC tag 

near to the DIVUS CIRCLE and the tag is read. If it is associated with a user and that user is allowed to enter 

according to the schedule, the DIVUS CIRCLE will give a green feedback (meaning access granted ) and the 

configured action will be executed (most probably opening a door or gate).  Otherwise, the feedback will be red 

(meaning access denied) and no action will be triggered.  Also see chapter 4.5. 

4.3  CLEANING (DIVUS CIRCLE ONLY) 

When the glass needs to be cleaned, you can use a special function of the DIVUS CIRCLE which will avoid that 

touching the screen triggers a call or another action. To activate the cleaning mode, first bring up the  keypad 

screen (see 4.2.4). From there, push the Screencleaner button.  

After the timeout, if needed, push the  Screencleaner button again or, if done, push the Exit button to return to 

the normal dashboard screen.  

4.4  PROGRAMMING A NEW NFC TAG 

Your DIVUS CIRCLE, when ordered with the NFC module, will come with NFC cards which you can program, 

assigning them to users. If you need to buy additional cards or prefer to use badges or other types of NFC devices, 

please check that they use /support  the MIFARE (Ultralight) /  ISO 14443A standard with 13.56MHz . Other 

standards are not supported.  We recommend to test a card type before making orders of bigger quantities.  

To program a new NFC tag: 

1. Circle Settings section of the web interface and go to Access Control . Then 

choose the user who shall have the tag assigned or create a new user.  

2. When you have the tag ready, push the small barcode icon next to the NFC tag input field: 

 

When you push it, it will show a spinning arrows icon and the DIVUS CIRCLE will be in programming 

mode. See chapter 4.5  - depending on the model.  (If you push the 

spinning arrows, the NFC scan will be aborted.)  

3. Now hold the tag near to the device: for the DIVUS CIRCLE on the pulsating NFC icon, for the smaller 

DIVUS CIRCLE small and small + at the right of the bell symbol , for the DIVUS CIRCLE / SQUARE small 

C* in the centre below the bell button:  
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4. The NFC Tag field will be automatically filled with the data read from the tag.  

5. When you save the user, the associated NFC code will be verified: if it is already present in the system 

and associated to another user, the saving will fail. If it is a new, unique code, the saving will succeed 

and the user will be able to access the syst em with the newly associated NFC tag.  

4.5  VISUAL  FEEDBACK 

4.5.1  CIRCLE small  AND CIRCLE small  +, CIRCLE / SQUARE small  C*  

The bell icon has different colours to signal different states  on these DIVUS CIRCLE models: 

 

 

The white LED ring is lit or off depending on the Day/Night settings . During a call, it pulsates. 

BELL OR LED 

 COLOUR 
MEANING 

White  Default colour. System is ready. Push the bell icon to start a call.  

Green Access granted  

Red Access denied, or abort/timeout of the programming mode (1 sec. blinking)  

Blue (blinking) Programming mode (NFC) 



 

 

 

DIVUS CIRCLE user manual . 55 

 
 

4.5.2  CIRCLE  

The DIVUS CIRCLE uses different elements to give visual feedback in different situations:  

¶ The bell icon 

¶ The screen 

¶ The RGB LED ring 

STATUS/EVENT BELL ICON SCREEN LED RING COLOUR 

Normal status  White colour.  May 

also be 

disabled/hidden!  

Shows avatar, 

dashboard or keypad 

depending on sensor 

events and user 

interaction  

Depends on chosen 

configuration  

 

Access granted /DTMF 1 [ or 2]    Green 
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Access denied  Red 

 

Programming mode (NFC)  NFC card icon shown, 

small NFC icon 

pulsating 

Light blue, pulsating  

 

Call button pressed  (ringing) Black while pressed 

or hidden 

Shows white circles 

animation 

Rotating animation 

 

Call ongoing (answered)  Shows call animation White, pulsating  
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Screen cleaning  Screen cleaning 

animation 
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5 Optional modules  

5.1  NFC MODULE 

The NFC module adds the possibility to use NFC tags to open a door or gate. It requires a DIVUS I/O module which 

can execute the opening command(s) in many different ways. See chapter 6 for further details.  Version 2 of 

CIRCLE (any models) can use the built-in relay directly  without the need of an I/O module  as target of the 

access granted event triggered by an NFC card.  

Note:  You need to specify that you want the NFC module when ordering a DIVUS CIRCLE (any model).  

5.2  TOWER MODULE (CIRCLE ONLY) 

The optional TOWER module adds additional capabilities to the DIVUS CIRCLE. It is thought for projects with many 

different resi dents or offices.  It handles up to 300 entries ( and more on request) showing a scrollable list and a 

search function, allowing to dial by call number directly also.  

Note:  The TOWER module is an optional module which must be ordered when you order the DIVUS CIRCLE. 
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From version 2 of the CIRCLE firmware, there are two new graphic templates for the Tower module. They make 

it possible to call the desired apartment/office unit directly via a numeric keypad. One additionally allows a picture 

or logo to be displayed next to the numeric keypad.  



 

 

 

DIVUS CIRCLE user manual . 60 

 

6 I/O Modules  
I/O modules are hardware devices you can use to command any type of electrical device from the DIVUS Circle.  

 

The DIVUS I/O module is connected to the DIVUS CIRCLE directly by cable (RS485 connectors).  

6.1  I/O MODULE CONFIGURATION  

Once the device is connected to the DIVUS CIRCLE and powered, go to the System Settings using your system 

integrator account and, under Settings, choose I/O modules.  

To discover a newly added I/O module, press the scan for modules  button. If it is not the first one, please set its 

ID using the rotary switch on the device to a value different than the ones already in use.  
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If the scan was successful, you will see a result like above. To edit the functionality of the I/O module, click the 

pencil icon on the right.  

 

 

These are the options:  

Description Use this field to add a description/name to the I/O module.  

Output voltage  Choose between 12 V and 24 V  

Input 1 -4 Choose how to consider the 4 outputs between normally open and normally closed  
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Event 1 -4 

Choose one of the available events as trigger for an output. These assignments are 

then available when configuring the single output functions of the I/O module. The 

choices are:  

¶ Access 1 

¶ Movement  

¶ Night 

¶ Access 2 

¶ Ringing 

 

 

Save the changes with the Save button when done.  

6.2  I/O MODULE O UTPUT FUNCTION CONFIGURATION 

To configure a function, click the pencil icon next to it in the I/O Modules settings page.  

Basically, you can choose the way an output is switched , what event(s) should trigger it  and whether the action 

should involve a timer or not.  

 

These are the options:  

Description Use this field to add a description/name to the output function  

Output Type Choose between monostable and bistable  

Timer Type 

Choose whether you need a timer and, if so, which one. The options will show a graph 

explaining the way they work if you select one.  The timer function is enabled only if the 

Output Type is monostable.  See descriptions below. 

Timer Duration  in seconds 
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Triggers (OR) 

Choose one or more options of what should trigger this output function. Of course, it 

may be any of the inputs, but you can also choose between other events the DIVUS 

CIRCLE: 

¶ Access 1 (when the user answering from inside pushes the door opener, or 

a valid NFC card or key code is used) 

¶ Movement  (when movement in front of the DIVUS CIRCLE is detected ) 

¶ Night (when brightness descends below a predefined min. value)  

¶ Access 2 (same as Access 1 but addresses the second relay ) 

¶ Ringing (when somebody started a call from outside)  

I/O module (see chapter 6.1). 

Conditions (AND) 
All the chosen conditions must be met at the same time to activate this output. For 

the description of the options, see Triggers above. 

 

Save any changes with the Save button when done.  

For other functions, repeat the described steps. The configuration structure allows also to have multiple actions 

Access 1   

 

If you also count the built -in relay, the possible actions/outputs to trigger in parallel or for discrete inputs be-

come 3.  

 

 

6.2.1  TIMER DESCRIPTIONS 

 

TPE  The output signal goes high when the in put signal goes high, it come back down after a timeout or 

after the in put signal goes down (if the in put signal stays high longer th an the timer duration ) 

 

 

TP  The output signal goes high when the in put signal goes high, it come s back down after a timeout even 

if the input signal stays high longer th an the timer duration.  

 

 

 

TON  The time out start s when the in put signal goes high, the out put signal goes high when the timeout ex-

pires only if the in put signal is still high. 
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TOFF  The output  signal goes high and the timeout starts when the in put signal goes high, the out put signal 

goes down when the timeout expire s. The timeout restart s every time the in put signal goes high. 
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7 Commanding  relays 

7.1  INTRODUCTION 

 

This chapter is meant to explain the possible interactions of the DIVUS CIRCLE (any model and version) with relays 

used to open door s or gates or switch lights etc.  

The first step consists in finding out what version and model of DIVUS CIRCLE you have. After a first generation 

of all the models CIRCLE, CIRCLE small and CIRCLE small +, a second version followed introducing, among other 

things, a built-in relay. 

Then, all possible combinations of your CIRCLE model with built-in or optional relays will be explained 

7.2  BUILT-IN RELAY 

Here is an overview to find out if you have the built -in relay. 

 

CIRCLE  

(v1) 

CIRCLE small 

(v1) 

CIRCLE small + 

(v1) 

CIRCLE  

(v2) 

CIRCLE small   

(v2)  

CIRCLE small + 

(v2) 

Ã Ã Ã X X X 

7.3  I/O MODULE OPTION  

The possibility of connecting with 1 or more I/O modules is available to all models of DIVUS CIRCLE.  

CIRCLE  

(v1) 

CIRCLE small 

(v1) 

CIRCLE small 

+ (v1) 

CIRCLE  

(v2) 

CIRCLE small   

(v2) 

CIRCLE small 

+ (v2) 

X X X X X X 

7.4  ACCESS 1 AND ACCESS 2  EXPLANATION 

Version 1.11 introduced the possibility to command two relays from the answering device during an intercom call 

from DIVUS CIRCLE. You can check the current version of your CIRCLE software by logging in to the web GUI as 

system integrator : 
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If your system is not up to date, follow the steps in chapter 3.2.2.1 to update it. For  the update procedure to work 

the CIRCLE obviously needs to be connected to the internet. You may possibly also have to disable the firewall 

temporarily to make the update server reachable from the device.  

The options regarding ACCESS 1 and ACCESS 2 then become available. You will find them under SYSTEM 

SETTINGS  SIP (for the DTMF tone), under SYSTEM SETTINGS  DOOR LOCK RELAY to configure the built-in relay 

ure its two relays.  

The following table explains what ACCESS 1 and ACCESS 2 stand for: 

 ACCESS 1 ACCESS 2 

EVENT ACCESS GRANTED EVENT ACCESS 2 EVENT 

TRIGGERED BY NFC (access granted event) 

KEYPAD CODE (access granted event ) 

DTMF 1 (default 42) 

DTMF 2 (DEFAULT 43) 

OUTPUT Built-in relay and one or both relays of the 

I/O module  

Any output configured for ACCESS 2 in the 

I/O module(s) configuration  

 

So, to further explain t he table: the only fixed relation is between ACCESS 1 and the ACCESS GRANTED event 

which is triggered by several different user interactions.  

If you have an I/O module connected to the CIRCLE (any model and version), you can freely configure the two 

relays to 
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8 Technical Data 

8.1  DIVUS CIRCLE - QUICK START GUIDE 
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8.2  DIVUS CIRCLE small  / small + - QUICK START GUIDE 
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8.3  DIVUS CIRCLE  MOUNTING INSTRUCTIONS (MOUNTING BOX)  
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8.4  DIVUS CIRCLE small  / small + - MOUNTING INSTRUCTIONS (MOUNTING BOX)  

 

 

 

 

 

 

 

 

 

 



 

 

 

DIVUS CIRCLE user manual . 93 

 

8.5  DIVUS CIRCLE - DATA SHEET 
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